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GIRDERS SHALL BE HELD RIGIDLY IN PLACE WHEN DIAPHRAGMS ARE PLACED.
REINFORCING BAR SHALL BE THREADED THROUGH HOLES IN GIRDERS PRIOR
TO PLACING OF EXTERIOR GIRDERS. SEE "GIRDER DETAILS" SHEET FOR DIMENSION "A".

NOTE:
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1½" MIN.
6" MAX. THREAD

ANCHOR DETAIL
ASTM A-307
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BEND IN FIELD
135° (TYP.)

B

¢ GIRDER ¢ GIRDER

SEE FRAMING PLAN

6"

2 #7 (TYP.)
(2'-6" MIN. SPLICE) 

2 #7 (TYP.)

1"ø BOLT (TYP.)

FACE OF WEB

 £#6

3" FILLET BETWEEN GIRDERS

CONSTRUCTION JOINT
W/ ROUGHENED SURFACE

 #4 STIRR.

 #4 BETWEEN GIRDERS (TYP.)

 #7
1 ~ BUNDLED PAIR

2 #4 BETWEEN
GIRDERS

2 £#6 (3'-0" MIN.
SPLICE WHEN REQUIRED)

TOP OF GIRDER

SEE "ANCHOR DETAIL"
THIS SHEET (TYP.)

SECTION B
ELEVATION

INTERMEDIATE DIAPHRAGM
DIMENSIONS ARE ALONG DIAPHRAGM

1'-0"
 #4

TIE (TYP.)

2 SPA. @ 3"

1" MIN.
3" MAX.

 #4 STIRRUPS

SPA. @ 1'-0"
MAX.

1" MIN.
3" MAX.


